
UN/FIX shaft system: Installation procedure 

Installation procedure 

1 lnstalling the 
ceiling duct 

Massive storey ceiling 
above the heat 
source 

i 

Ceiling duct 

Provides a recess in the ceiling: 

(21 180 mm for exhaust gas line D80 
(21200 mm for exhaust gas line D110 

4 lnstalling the exhaust 
gas line 

Polypropylene 
exhaust gas line 

lnsta/1 spacers every 1 meter, 

/ 

with the curvature facing 
upwards. 

Lower the exhaust gas 
line into the shaft 

The exhaust gas line sleeves 
must face upwards! 

2 lnstalling the 
shaft elements 

0 

(i) 

Coat the connector 
surfaces with system 
adhesive 

UNIFIX shaft 
element 

Ceiling duct 

5 lnstalling the roof duct 
and adjustable roof tile 

Weather hood 

3 lnstalling the shaft in 
the roof area 

Rafters 

Cut the UN/FIX shaft e/ement 
diagonally 2-3 cm 
above the roof hatten 

Anchor plate___ 
(except for 
UNIFIX 165 

" 

exhaust gas /in 
D110) 

6 lnstalling the connector 
T-piece

,,/' 
UNIFIX shaft 

,,/' element 

'-....Connector..------g T-piece

Alignwith 
� the heat 

�source / 

lnspection cover 

Exhaust gas line 
D80 

Exhaust gas line 
D110 


